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SPECIFICATION OF INCOMING MATERIAL 
E-9 anti-blocking additive - diatomaceous silica 

 

1. Product name / 
Chemical 
composition: 

E-9 anti-blocking additive - diatomaceous silica/  

Silicon-dioxide (SiO2·nH2O) 

2. SAP code: 8112138 

3. Technical 
description: 

Anti-blocking additive is used to prevent sticking of specific types of low-
density polyethylene. It is injected in the extruder throat, where it is 
incorporated in liquid polymer, whereupon it is extruded and granulated 
in the extruder. 

Physical appearance: grey powder substance 

Flammability: not flammable 

4. Physical and 
chemical properties: 

No. Property Method Unit Permissible 
value range 

1. Substance diameter: 

10% of substances 

50% of substances 

90% of substances 

 μm  

max 1.7 

max 5.0 

max 12.1 

2. Fe2O3 content  mas.% % max 1.0 

3. SiO2 content  mas. % min 88.0 
 

5. Technical/supporting 
documentation: 

The supplier shall deliver: 
- Safety Data Sheet (SDS), in the Serbian language 
- Test Report 
- Safety measures datasheet 
- Bill of lading 

6. HSE requirements: - 

7. Delivery and 
marking: 

The raw material is delivered in a form of granules, in 25 kg plastic 
bags, protected by a cardboard base, on coated wood pallets. 

The following data shall be clearly marked on each packaging unit: 
- Product name 
- Manufacturer information 
- Net mass of packaging unit 
- Production date 
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- Shelf life 
- Storage requirements 
- Lot number 

8. Transport: - 

9. Product acceptability 
criteria: 

The raw material is acceptable if it meets all permissible tolerance 
criteria, i.e. all the requirements specified herein. The material shall be 
procured from approved suppliers, which warrant the quality. Suppliers 
are granted the status following successful industrial testing and 
laboratory testing. 

 


